
Briket

  

2014
 

BECOME ENERGY INDEPENDENT

szr “IN PAK”                                                                     kontakt:
Žarka Zrenjanina 4                                                           tel/fax. +381 (0)13 652 905
Banatski Karlovac                                                             mob.   +381 63 261 315
Srbija                                                                                            +381 63 73 00 949
                                - offic@bio-dizel.rswww.bio-dizel.rs



BriketBriket
Principle of operation 

Our briquetting system consists of the briquetting press which operates together 

with a mill. The role of the mill is to chop the biomass and prepare it for the 

briquetting process.  

Thus prepared mass is pneumatically transferred to the mixer and from there by 

screw conveyors dosed into the briquetting press. Due to the pressure from the 

press, as well as the friction forces, heating of the biomass occurs, and in the 

following process it is dried and pressed into the briquettes without adding any 

additional binders. The briquetting line itself is very easy for operation and 

requires only one person to service the machine. 

 
     Technical data:              Biobriquette 150                   

Power of the main motor             11 kW                   

Power of the heater             3 kW                   

Power of the mill, mixer and conveyor             14 kW                   

Installed power lines             28 kW       

Consumptions             17 kW                   

Production capacity (straw)             100 - 125 kg per hour                   

Production capacity(sawdust)             110 - 150 kg per hour                   

Production capacity(corn remains)             150 kg per hour                   

Dimension (length  x height)       8500 x 2700 mm              

Dimension of the briquette (length)*             280 mm                   

Diameter of the briquette             Ø80 mm                   

Diameter of the inner hole             Ø40 mm                   

 
Capacity of the mill          Up to 300 kg per hour                 

Price of the entire system together with a mill 15.500 €                  

* The above prices do not include VAT 

** Length of the briquette is adjustable 
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Depending on what kind of biomass you want to use in the process, it is possible to 

regulate the system. When purchasing, the customer receives all parts necessary 

for the adjustment.  

Length of the briquettes is also subject to changes and it is necessary that the 

customer when purchasing specify the desired length.  

Delivery is made to your home, where a trained professional installs the line and 

puts it in operation in the presence of a client. Upon start-up, a short course in the 

use of the machine is provided. Along with the processor, client receives complete 

and detailed instructions which guides new user step-by-step towards getting to 

know the machine and the production process. In addition, the client is provided 

with a short course of training for independent production. The post-sale support 

for all customers who require additional assistance is also provided. 

 All other information as well as the answers to any questions you can get if you 

contact us on any of the following contacts. 

 

         Thank you for your cooperation. 

 

 

                                                                                                                       General Manager 

Srecko Radovanovic 
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